
BPC8814E
8" X 8" 

 PUMP SPECIFICATIONS
 Manufacturer: Cornell Pumps

 Size: 8"x8", 150# Flanges

 Type: Priming Assisted Centrifugal Pump

 Casing: Cast Iron

 Impeller: CA6NM Stainless Steel

 Solids: 3.375" Spherical

 Impeller Shaft: Cast Iron

 Seal: Mechanical, Tungsten Carbide vs Silicon Carbide

 Wear Ring: Cast Iron

 Bearings: Heavy Duty Single Row Ball Bearings

 Hardware: Stainless steel

***Shown with options

 MOTOR SPECIFICATIONS
 Manufacturer: World Wide Electric Corp

 Type: Electric motor

 Enclosure: TEFC - IP55 protection

 Horsepower: 150HP

 RPM/Poles: 1800 RPM/ 4 Pole

 Voltage: 230/460V 3 phase

 Full Load Amps 230V/460V : 349/172A 

 Service Factor: 1.25

 Insulation Class: F Class 

 FEATURES:
 Standard Equipment: 8" swing check valve, lifting Bale, Motor and Pump Shaft guard

 Optional Equipment: Butterfly Valves,  Pressure Gauge,  Suction Float Assembly

          Multiple Fitting Options - Please Ask Your Representative

 BARCO PUMP

www.barcopump.com               (888) 528-6583
08/2021


